










SPECIFICATION

We hold in stock a wide range of different round and square 
profile downpipes and rainwater system accessories 
including hoppers, leaf guards, shoes, collars and Y 
junctions.  All our pipes can be coated in black, white or 
brown to match the choice of gutter.

Downpipes should be recommended according to the flow 
capacity formula used in Building Research Establishment 
Digest No 189 (Roof Drainage, Part 2). 

The JWD Seamless Trade range also comprises the Isobar 
Vandal Resistant downpipe which is discreetly fixed flush to 
the wall to eliminate potential vandalism. 

The pipes are manufactured from extruded aluminium with 
no seams in the rear of the pipe. All are polyester powder 
coated to match the seamless coil.
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TECHNICAL DATA FOR DOWNPIPES

Range: • Regency Aluminium Downpipes With Cast Collars

• Modern Extruded Aluminium Pipes With Swaged Joints

• Isobar Extruded Vandal Resistant Pipes

• All ranges are available with coordinating components including projection offset 
bends Y junctions, brackets and collars, and bends.

• Square: 14 gauge (wall) thickness 

• Circular: 16 gauge (wall) thickness

• 3m lengths supplied from stock

• As standard in RAL 9005 satin black or coated in white or brown to match the 
seamless coil. Please specify colour when placing order.

• Other lengths and colours available to order in 0.5m to 2.5m lengths

Sizes:

Colour:
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ALTERNATIVE RAINWATER GUTTERS & SUPPLIES

JWD manufactures a wide range of rainwater systems in 
different profiles. If you are looking for traditional gutters that 
are fixed with joint connectors or socket and spigots, ask for 
more information about our sectional products.

requirements that coated aluminium offers, then why not 
consider recommending the replacement of fascias and soffits 
with our coated aluminium fabrications.

If your customers are sold on the minimal maintenance 

• Request our Rainwater 
Product Brochure

• Many Items Available
Ex-stock 

• Overnight Shipping For 
Urgent Requirements

T: 0161 351 9990
sales@rainwatergoods.co.uk

JWD accepts no responsibility for any errors or omissions contained in this document.  
JWD has strict quality control procedures and does not accept responsibility for any 
claims against a failed rainwater system or any supplied rainwater products that have 
been installed by a trade contractor.

6



www.rainwatergoods.co.uk

Scotland

Northern Ireland

Southern Ireland

North West

Midlands / South

South Wales

South West

Eire: Illauncaum, Castlegregory, Co. Kerry, Ireland

Tel: +(00) 353 66713 9982

Fax: +(00) 353 66713 9597

sales@rainwatergoods.co.uk

JWD Architectural Aluminium trading as JWD Rainwater Systems Ltd.

Head Office: Captain Clarke Road, Broadway Industrial Estate,

Hyde, Cheshire SK14 4QG 

Tel: 0161 351 9990

Fax: 0161 351 9992
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