






THE FALSE ECONOMY OF INFERIOR 
MATERIALS

PVC might seem like a cheap solution, but it is 
not a cost effective one. PVC doesn’t have 
strength and rigidity of aluminium and it will 
chip, warp and crack with changes in 
temperature. This is because PVC has higher 
expansion co-efficient, causing expansion and
retraction of the gutter,  thus causing leaks and 
damage. PVC will also discolour with exposure 
to the elements.

Cast Iron gutters are prone to rot and rust. 
Painting is required every few years and yet, 
gives limited product protection.  

LOOKING AS GOOD TODAY AS THE 
DAY THEY WERE INSTALLED

Take a look at these recent photographs showing 
the JWD seamless gutter system that were 
installed over 15 years ago. Remarkably they still 
have a like new appearance. 

If you are looking to protect your home for the 
long term, avoid inferior materials and choose 
seamless aluminium for added peace of mind.

MINIMAL PREVENTATIVE MAINTENANCE IS 

ALL IT TAKES

JWD seamless gutters have a factory bonded 
paint finish that prevents adhesion of debris 
and mould build up.

All that is required is an annual inspection of the 
gutter run to remove any leaf debris, and a wash 
down with a mild detergent to remove any 
pollutants that have been deposited in the rainfall. 
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COLOUR COATING

Three colour options form the standard range: black, 
white or brown. 

The durable, long lasting paint finish is applied using a 
polyester powder coat process which is applied to the 
highest standards during the manufacture process.

FLOW CAPACITY 

The Stratus 5” 125mm Seamless Ogee gutter has a 
flow capacity of 2.8 litres per second when fitted nominally 
level. Flow capacity is calculated by the method used in 
Building Research Establishment Digest No 189 (Roof 
Drainage, Part 2).

LOCATIONS

JWD Seamless gutters are specified all over the UK 
and Ireland. 

For harsh or marine environments, a change to the specification 
or maintenance programme may be required.  
The technical estimator should recommend the most  
appropriate installation and maintenance for the location.

PERFORMANCE

Hydro coated aluminium coil has been used in seamless 
gutters for many years, in extreme climate locations all over 
the world. Over this length of time, the integrity of the 
system has been tested for life cycle performance. 
The results show that the system has a typical service life well in 
excess of 30 years. Hydro Agrément-approved coil meets all  
the technical standards for UK construction. 

THERMAL MOVEMENT

Coefficient of linear expansion is 24 x 10-6 per oC (2.4mm  
movement per 10m lengths for temperature change of 
10oC). Because of the ductile nature of aluminium and the 
fact that there are no joints in a run of seamless guttering, 
expansion and contracting does not cause leakage or warp 
and distort the gutter.

DISSIMILAR MATERIALS

The system should not be installed to connect into any steel 
based rainwater pipes or where water from copper roofs or 
flashings may drain into it. When fixing the gutter direct to 
concrete, a custom made stand-off bracket should be used.

Technical Data
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SPECIFICATION

We stock a wide range of different round and 
square profile downpipes and rainwater system 
accessories including hoppers, leaf guards, shoes, 
collars and Y junctions.  Pipes can be coated in black, 
white or brown to match the choice of gutter.

Downpipes should be recommended according to the 
flow capacity formula used in Building Research 
Establishment Digest No 189 (Roof Drainage, Part 2). 

AUTHORITY

The aluminium coil used to form the JWD Stratus 
gutter system complies with the Agrément board  
requirements for technical standards in aluminium for 
roll forming and construction and to BS2997 rainwater 
goods and ECCA recommendations and standards. 
All other materials used are equal or superior to  
BS standards.

JWD is a Service First Associate which is a technical 
award for excellence in powder coating.

JWD is a quality assured company and meets the 
requirements for UKAS ISO 9001 accreditation.

Quality Assurance
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TECHNICAL DATA FOR DOWNPIPES

Range: • Regency Aluminium Downpipes With Cast Collars

• Modern Extruded Aluminium Pipes With Swaged Joints

• Isobar Extruded Vandal Resistant Pipes

Size • Square: 14 gauge (wall) thickness 

• Circular: 16 gauge (wall) thickness

• 3m lengths supplied from stock

• All available with coordinating components including projection 
offset bends,Y junctions, brackets and collars, and bends.

Colour • As standard in RAL 9005 satin black or coated in white or brown to  
match the seamless coil. Please specify colour when placing order.

• Other lengths and colours available to order in 0.5m to 2.5m lengths

SECTIONAL RAINWATER SUPPLIES

JWD manufactures a wide range of sectional rainwater 

systems, and roofline fabrications such as fascias and soffits, 

in coated aluminium.

• Cirrus Victorian Cast Ogee Gutters

• Stratus Moulded Extruded Ogee Gutters

• Cumulus Half Round Cast Gutters

• Altocumulus Beaded Half Round Extruded 

or Cast Gutters (Standard or Deep Flow)
• Profiled Box Gutters 

• All with Coordinating Outlets, Angles,  

Stop Ends and Brackets

• Range of Coordinating Hopper Heads
• Fascia and Soffit Systems

T: 0161 351 9990
sales@rainwatergoods.co.uk

Visit JWD’s website for more 
information on JWD and 

rainwater systems.

www.rainwatergoods.co.uk
All enquiries:

Downpipes & Other Rainwater Goods
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JWD accepts no responsibility for any errors or omissions contained in this document. JWD has strict quality control  
procedures and does not accept responsibility for any claims against a failed rainwater system or any supplied   
rainwater products that have been installed by a trade contractor. 



www.rainwatergoods.co.uk

Scotland

Northern Ireland

Southern Ireland

North West

Midlands / South

South Wales

South West

Eire: Illauncaum, Castlegregory, Co. Kerry, Ireland

Tel: +(00) 353 66713 9982

Fax: +(00) 353 66713 9597

sales@rainwatergoods.co.uk

JWD Architectural Aluminium trading as JWD Rainwater Systems Ltd.

Head Office: Captain Clarke Road, Broadway Industrial Estate,

Hyde, Cheshire SK14 4QG 

Tel: 0161 351 9990

Fax: 0161 351 9992
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